@ SHELL - CO, Pilot Injection Well Plugging and Abandonment Plans

INJECTION WELL NOTE: Abandonment procedures for the Monitor Well are similar INJECTION WELL
TEMPORARY All depths reference RKB PERMANENT
ABANDONMENT RKB = 25" above GL (est.) ABANDONMENT
GROUND LEVEL GL=79.7 GROUND LEVEL
- 100’ u.? i f?. - 100’ e.? i --'::, ‘?.
e ) SCHEMATIC DESCRIPTION by 1
. -, W0 i, R¥- e B
,!“-l;r ‘..'.; .;" F!';r ‘..'.; ..I.;_ _lpr
Fae] A 3.* 1) Conductor casing 20", set to 100’ ;{f_ T Eia }.j
[l P e |'.|_‘ A, o i
- 3000 o 2) Surface casing 13-3/8”, set to 3,000 - 3000 -l ks
XA ;-i i e 3) Intermediate casing 9-5/8”, set to 10,100’ (below the S e
»-'."_:E :f Hamilton) et b |
i?w g A 4) Production casing 77, set to TD i3 k™ a3
s | e s | £ B
5 Y § B 5) Perforations (55) 3,3 g 2'1
& -l !-‘. . . A -l r..,-I o
= = = 6) Cement plug across perforations (~300’ long with top E;. iy '}'U',‘ o
e o of cement minimum of 200" above the top i i e ]
e 5o perforation) [ pe T
‘; E ;'. 1; et e ;'.
Ealki it 7) Retrievable bridge plug i e Bk
[ e = [ e A, A
', =3 ',: 8) Kill fluid (>formation pressure) s i s ':
by i - :" = "'.’"1.'
4 B il o - i Fil ] il
Y e-.i h . 9) Minimum 1000’ kill string - n.i A 40
-g065 —— A4 :f - 8065 — 45 I
Domingene 4 fu ] H Domingene 4 4 ] P
(Thickness 365) ;—:‘ "1' :'.; (Thickness 365) !—:' "1‘ ,-"‘ :'.;
_ el A3 ] } el A3 i g
8430 —-h); \ ?:ﬂ 8430 %;;; \ 0y Y
B b () o i
e W e e W e B
:.‘l £ g :.‘l £ i Sl
D 8 ] > . Lo
s o 1 (3) s, AR
_ o =) .‘1 _ o b L .‘1
9330 —f5 = 9330 — 1] B B
Hamilton &4 L Hamilton #.47 A ¥
(Thickness 735') :'f_".: A x (Thickness 735") :-’-"1 t Y
hings i hings | ps s
10065 — B2 % | 8 10065 — 1
- — gk 5 - TS i Yy
- 10,100’ 43 G) - 10,100’ P :51
[ | [ ]
[ A7) b 13
¥ | E
. i
-10960 — v, F : - 10960 —— -
Anderson bt o 0 Anderson
(Thickness 700°) =g e (Thickness 700")
b i
- 11660 —— & - 11660 ——
e 3
Ly ¥
[ :1.,‘
i e
- 12555 o s - 12565 —— ,
Martinez E'u'_‘ 11-'_; Martinez a3
(Thickness 175) =4 A (Thickness 175" = o
- 12730 —— i) el - 12730 —— L 2x)
:.Ta. .-'.IT\. 1 ‘.e.'! .-'x 1
.:l' :a_‘,; e =
- RS
-14500 Al W) - 14,500

NOTE: Abandonment procedures for the Monitor Well are similar

INJECTION WELL

All depths reference RKB
RKB = 25" above GL (est.)
GL=79.7

SCHEMATIC DESCRIPTION

Conductor casing 20", set to 100’
Surface casing 13-3/8”, set to 3,000

Intermediate casing 9-5/8”, set to 10,100’ (below the
Hamilton)

Production casing 77, set to TD

Perforations (55’)

Cement plug across perforations (~300’ long with top
of cement minimum of 200’ above the top
perforation)

Kill fluid (>formation pressure) with properties
meeting any applicable Ca DOGGR requirements

Minimum 200’ long cement plug across freshwater-
saltwater interface

Minimum 200’ long surface plug just below casing
cut-off point

Drawing noft fo scale

Project Description: SHELL CCS Project — CO, Pilot Injection Well with abandonment details

Figure Q-1 Well Schematic for the

Injection Well

@ lllustration by: KDF
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